
PFAFF

Teileliste

Parts list

Liste de pikes

Lista de piezas

default
Lift kits from Suspa is part number  7-PB6 B6-300-MD G

default
Puller Complete for the 3568-12/22-- (95-775 147-71/895)

default
D 650 drive card for the Berger Lahr drive--(71-750 001-59).

default
Lift kit brackets and screws for the 3568 Suspa kits from Atlanta Attachment.  The part number is 3518P

default
Black foam tape used on the sewing template is part number (S 12116000call 1 800 890-0970















default
Part number 91-167 160-91 is for a needle bar stroke of 37mmm.  The measurement from center to center is 18.5 mm.95-629 710-91 is for a needle bar stroke of 33mm.  The measurement from center to center is 16.5 mm











default
Motor complete with bracket, bearing and pulley.  95-776 357-91

















default
Counter press with a 1.6 MM. round needle hole. 95-623 330-03/004.counter press with a 2.2 MM. round needle hole. 95-623 330-03/005







default
Hook for a 3518 without a slot.95-753 435-91

default
Hook for a 3518 with the slot95-629 677-91

default
Oil distributor ring complete old style91-174 933-01















































default
Black wire inside the transfer arm.91-094 826-91





default
Black wire inside the transfer arm.91-094 826-91









default
For repair of the transfer motor, call Keith Thompson @Blue Ridge Electric Service1604 S. Loudoun StreetWinchester, VA  22601Phone (540) 662-8463Toll free (877) 662-8463





















































































































default
Angle piece to extend the sinking table when using a label inserter.95-721 149-75/895

























































default
X1 plug numbers71-160 001-93 plug box mounted on the machine.71-160 003-78 connector inside the box71-160 001-55 plug box mounted on the folder71-160 003-79 connector inside the box91-093 860-91 cable complete with connector on the folder side.  YSL-J21x0.34 (length 3700 mm)









































default
Cover screw is a M3 x 5 MM. countersunk screw.  11-210 078-15





























































default
Cover screw M3 x 5 MM. counter sunk slotted screw. 11-210 078-15.The same screw except a allen head is 11-225 091-15
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